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17.03 Cumulative Remedies

A. The duties and obligations imposed by these General Conditions and the rights and remedies
available hereunder to the parties hereto are in addition to, and are not to be construed in any way
as a limitation of, any rights and remedies available to any or all of them which are otherwise
imposed or available by Laws or Regulations, by special warranty or guarantee, or by other
provisions of the Contract Documents. The provisions of this Paragraph will be as effective as if
repeated specifically in the Contract Documents in connection with each particular duty,
obligation, right, and remedy to which they apply.

17.04 Survival of Obligations

A. All representations, indemnifications, warranties, and guarantees made in, required by, or given
in accordance with the Contract Documents, as well as all continuing obligations indicated in the
Contract Documents, will survive final payment, completion, and acceptance of the Work or
termination or completion of the Contract or termination of the services of Contractor.

17.05 Controlling Law
A. This Contract is to be governed by the law of the state in which the Project is located.
17.06 Headings

A. Article and paragraph headings are inserted for convenience only and do not constitute parts of
these General Conditions.
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KEYED NOTES

(1) TURNING SPACE SHALL HAVE MAXIMUM CROSS SLOPE AND
~ LONGITUDINAL SLOPE OF 2 0% (RECOMMEND 1 5%). TURNING SPAGE

City of Rio Rancho

IOCWALK ARCA — SHALL BE 4.0 FT BY 4.0 FT MIN (RECOMMEND 5.0 FT BY 5.0 FT) AT THE
TOP OF THE CURS RAMP AND SHALL BE PERINTTED TO OVERLAP
OTHER TURNING SPACES AND CLEAR SPACES. WHERE THE TURNING
SPACE IS CONSTRAINED AT THE BACK OF SIDEWALK, THE TURNING
SPACE SHALL BE 4.0 FT MIN BY 50 FT MIN. THE 5.0 FT SHALL BE
PROVIDED IN THE DIRECTION OF THE RAMP RUN.

(2) CROSS SLOPE SHALL BE 2 0% MAX (RECOMMENDED 1.5%). EXCEPTION:
THE CROSS SLOPE OF CURE RAMPS AT PEDESTRIAN STREET
TURNING SPACE WADTH! -~ CROSSING VATHOUT YIELD OR STOP CONTROL, TRAFFIC SIGNALS
\ DESIGNED FOR THE GREEN PHASE. AND AT MDBLOCK PEDES TRIAN
CURB & GUTTER STREET CROSSING, THE CROSS SLOPE IS PERMITTED TO MATCH

CONCRETE HEADER CURBS (8)
SEE CONSTRUGTION PLANS

DATE |BY

REVISIONS (OR CHANGE NOTICES)

CURB & GUTTER

DESCRIPTION

WIDTH OF TURNING SBACE & STREET OR HGHWAY GRADE.
Afcwmﬁﬁm DETECTABLE WARNING —— " (& {3) RUNNING SLOPE OF THE CURS RAMP SHALL BE 8.3 % MAX
o ‘ (RECOMMENDED 7.0%) BUT SHALL NOT REQUIRE THE RAMP LENGTH TO
o EXCEED 15.0 FT TO AVOID CHASING THE SLOPE INDEFINITELY WHEN
DETECTABLE WARNING ] CONNECTING TO STEEP GRADES. WHEN APPLYING THE 15 FOOT MAX
SURFACE = SIOEWALX WDTH LENGTH, THE RUNNING SLOPE OF THE CURS RAMP SHALL BE
o 5.0° MIN EXTENDED AS FLAT AS MAXIMUM EXTENT PRACTICABLE. Y Y Y P
v (SEE NOTE 14 SHEET 1) ('4) GRADE BREAKS AT THE TOP AND BOTTOM OF CURE RAMPS RUNS =
SHALL BE PERPENDICULAR TO THE DIRECTION OF THE RAMP RUN. .
pap . GRADE BREAKS SHALL NOT BE PERMITTED ON THE SURFACE OF RAMP g .
\ RUNS AND TURNING SPACE SURFACE SLOPES THAT MEET AT GRADE =
172}
Sy — BREAKS SHALL BE FLUSH Z 2
(5 COUNTER SLOPE OF THE GUTTER OR STREET AT THE FOOT OF A CURS &3
SINGLE DIAGONAL T N O UG SPACE LI e 22
7~ —
PERPENDICULAR CURB RAMP (®) FLARED SEISS ARE TOHAVE 4 BLORE OF 1% MAX (RECOMMEND, 4%, =
SCALE NONE MEASURED RALLEL BACK CURB. UNLES
SINGLE DIAGONAL FLARED SIDES ARE PROTECTED FROM CROSS TRAVEL BY E LED
PARALLAL CURB RAMP LANDSCAPING, STREET FURNITURE, CHAINS, FENCING, OR RAILINGS E 4
o NOTES. R

() DONOT SCORE OR MAKE GROOVES IN SLOPED SURFACE. LINES
SHOWN ON STANDARD DETAILS ARE FOR ILLUSTRATION ONLY. 5
507 TYP () DETAILS OF TME DETECTABLE WARNING SURFACE ARE SHOWN IN THE A =
150" MAX___ 40" M 1887 MAX, CONSTRUCTION PLANS AND SHEET 608-001-8/12 OF THE STANDARD Z ®)
seenoTEl ) T TURNING SPACE SEE NOTE ) DRAWINGS, ~
hnd SEENOTE( 1) s o A~
~ (T} IN ALTERATIONS WHERE EXISTING PHYSICAL CONSTRAINTS PREVENT = E Z
COMPLIANCE TO PROVIDE A CURSE RAMP FOR EACH PEDESTRIAN < <O
GRANE BD RADE BREAK
GRADE BREAK g N\ CROSSING A SINGLE DIAGONAL CURE RAMP SHALL BE PERMITTED TO | O B =
\ SERVE BOTM PEDESTRIAN STREET CROSSINGS = > <
— —
70% Tve a— 70% VP (5 CONGRETE HEADER CURBS CONSTRUCTED AS PART OF THE CURE ) =i
— 8.7 hax. 2.0% MAX ' o N 3 RAMP WILL BE CONSIDERED INCIDENTAL TO ITEM NUMBER 608004 AND = =
— N Ay Ne)
— l———--—'—'.— ; ,: { NO SEPARATE PAYMENT WILL BE MADE A N E
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.

SIDEWALK WOTH
50" MV

(SFF NOTF 14 SWFFT 1) -

—

CONCRETE HEADER CURE —
SEE CONSTRUCTAON PLANS: \

OETECTABLE WARNING —
2)- SURFACE (TYP) "‘

-~ CONCRETE HEADER CURB( 1)

SIDEWALK WIDTH
5-0" MIN

N\

-

GRADE BREAK

CURB & GUYTER

7.0% TYP, 3% MAX SLOFPE

GRADE BREAK

(SEE NOTE 14 SHEET 1)

RAMP WIOTH §-0" TYP.,
40" M.

DETECTABLE WARNING
SURFACE (TYP}
GRADE BREAK

~  TURNING SPACE WIDTH
A>/ 5-0" MN

-~ CONCRETE HEADER CURE
/ SEE CONSTRUCTION PLANS

PARALLEL CURB RAMP
SCALE NONE

(SEE NOTE 14 SHEET 1)

- —

\ 50" MIN
T 150" MAX. 15-0" MAX
: - TURNING SPACE
|"L ———0_— SEENOTE(3 ) SEENOTE (1) SEE NOTE(3 )
cmoeaaw-\ — ampeamx\
7.0% TYP A / / 7.0% TYP \'\
: 1.9% TYP Y
A g \|_ IR | e N
1 T N 1 5350 A
L ——i : L
SIDEWALK — S TP - o e >
PARALLEL CURB RAMP SECTIONB.B T NG SPACE
BT TP
b a0 MN

SECTION A-A
SAEWWE

SEE CONSTRUCTION PLANS

Il
CONCRETE HEADER CLIRE —  TURNING

SPACE

KEYED NOTES

G)WNGSPACEWLLMVEWIMCROSSSLOPEMO

" LONGITUDINAL SLOPE OF 2.0% (RECOMMEND 1.5%). TURNING SPACE
SHALL BE 4.0 FT BY 4.0 FT IWN (RECOMMEND 50 FT BY 50 FT) AT THE
TOP OF THE CURB RAMP AND SHALL BE PERIMTTED TO OVERLAP
OTMER TURNING SPACES AND CLEAR SPACES. WHERE THE TURNING
SPACE IS CONSTRANED AT THE BACK OF SIDEWALK THE TURNING
SPACE SHALL BE 4.0 FT MIN BY 5.0 FT MIN, THE 50 FT SHALL BE
PROVIDED IN THE DIRECTION OF THE RAMP RUN

(2)) CROSS SLOPE SHALL BE 2.0% MAX (RECOMMENDED 1.5%). EXCEPTION!
= THE CROSS SLOPE OF CURE RAMPS AT PEDESTRIAN STREET
CROSSING WITHOUT YIELD OR STOP CONTROL, TRAFFIC SIGNALS
DESIGNED FOR THE GREEN PHASE. AND AT MIDBLOCK PEDESTRIAN
STREET CROSSING, THE CROSS SLOPE IS PERINTTED TO MATCH
STREET OR HIGHWAY GRADE

((3)) RUNNING SLOPE OF THE CURE RAMP SHALL BE 8.3 % WAX
" (RECOMMENDED 7.0%) BUT SHALL NOT REQUIRE THE RAMP LENGTH TO
EXCEED 15.0 FT TO AVOID CHASING THE SLOPE INDEFINITELY WHEN
CONNECTING TO STEEP GRADES. WHEN APPLYING THE 15 FOOT MAX
LENGTF, THE RUNNING SLOPE OF THE CURE RAMP SHALL BE
EXTENDED AS FLAT AS MAXIMUM EXTENT PRACTICABLE.

("2 ) GRADE BREAKS AT THE TOP AND BOTTOM OF CURB RAMPS RUNS
"~ SHALL BE PERPENDICULAR TO THE DIRECTION OF THE RAMP RUN.
GRADE BREAKS SHALL NOT BE PERMITTED ON THE SURFACE OF RAMP
RUNS AND TURNING SPACE. SURFACE SLOPES THAT MEET AT GRADE
BREAKS SHALL BE FLUSM

(5 ICOUNTER SLOPE OF THE GUTTER OR STREET AT THE FOOT OF A GURS
RAME, RUN OR TURNING SPACE SHALL BE 5% MAX

(8) FLARED SIDES ARE TO HAVE A SLOPE OF 10% MAX (RECOMMEND 9%).
" MEASURED PARALLEL TO THE BACK OF THE CURS, UNLESS THE
FLARED SIDES ARE PROTECTED FROM CROSS TRAVEL BY
LANDSCAPING, STREET FURNITURE, CHAINS, FENCING, OR RAILINGS.

NOTES:

{A) DO NOT SCORE OR MAKE GROOVES I SLOPED SUREACE. LINES
SHOWN ON STANDARD DETALLS ARE FOR ILLUSTRATION ONLY.

(8) DETALS OF THE DETECTABLE WARNING SURFAGE ARE SHOWN IN THE
CONSTRUCTION PLANS AND SHEET 608-001-8/12 OF TME STANDARD
DRAVANGS.

@ IN ALTERATIONS WHERE EXISTING PHYSICAL CONSTRAINTS PREVENT
COMPLIANCE TO PROVIDE A CURE RAMP FOR EACH PEDESTRIAN
CROSSING A SINGLE DIAGONAL CURB RAMP SHALL BE PERMITTED TO
SERVE BOTH PEDESTRIAN STREET CROSSINGS.

(D) CONCRETE MEADER CURBS CONSTRUCTED AS PART OF THE CURB
RAMP WILL BE CONSIDERED WCIDENTAL TO ITEM NUIBER 608004 AND
NO SEPARATE PAYMENT WILL BE MADE.
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